9-РІМ MINIATURE ТҮРЕ 


6GH8A 


Medium-Mu Triode— 
Sharp-Cutoff Pentode 


For Multivibrator-Type Horizontal-Deflection Oscil- 
lator, AGC Amplifier, and Sync-Separator Applications 


GENERAL DATA 
Electrical: 
Heater Characteristics and Ratings: 


Voltage (АС or DC)... . . 6.38 6.3+0.6 volts 
Current . . . . . 0.450 £0.030 0.450> amp 
Warm-up time. (Average). А 11 - 5ес 
Peak heater-cathode voltage (Fach unit}: 
Heater negative with 
respect to cathode. . . . . . 200 max. volts 
Heater positive with 
respect to cathode. 200° max. volts 
Direct Interelectrode Capacitances: 
Without With 
External External 
Shield Shield? 
Triode Unit: 
Grid to plate... 1.7 1.7 pf 
Grid to cathode, pentode grid 
No.3 & pentode cathode & 
internal shield, and heater. 3.0 3.2 pf. 
Plate to cathode, pentode 
grid No.3 & pentode cathode 
& internal shield, and 
heaters не а а ад .. 1.4 1.9 pf 
Heater to cathode. . . . . . 3.0 3.0 pf 
Pentode Unit: 
Grid No.1 to plate. . . . 0.02 max. 0.01 max pf 
Grid No.1 to cathode & grid 
No.3 & internal shield, 
grid No.2, and heater... 5.0 5.0 pf 
Plate to cathode & grid No.3 
& internal shield, grid 
No.2, and heater. . . . 2.6 3.4 pf 
Heater to cathode & grid No. 3 
& internal shield. . . . . 3.0€ pf 
Characteristics, Class Ay Amplifier: 
Triode Pentode 
Unit Unit 
Plate Voltage. . . . . . . x wea 7125 125 volts 
Grid-No.2 Voltage . ........ = 125 volts 
Grid-No.1 Voltage . . . . . . . . : -1 -1 volt 
Amplification Factor. . . 45 de ee 46. - 
Plate Resistance (Approx. ]. 2... 5400 200000 ohms 
Transconductance. . . 2... 8500 7500 pmhos 
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6GH8A 


Plate Current. ......... .- 13.5 12 ma 
Grid-No.2 Current . . — — 4 ma 
Grid-No.1 Voltage (Approx. ) : 

for plate да = 10. ro Yt Аа -8 -8 volts 
Mechanical: 
Operating POSTE РОЙ и че ж ауа Won га жек eere Ge ee Any 
Туре of Cathodes. ............ Coated Unipotential 
Maximum Overall (епд................ 23/16" 
Maximum Seated Length ............, .. 1-15/16" 
Length, Base Seat to Bulb оуу. tip]. . 1-9/16" + 3/32" 
Diameter. . . . ux ee me cen deo 9 02875" 
Dimensional Outline еее . See General Section 
Bulb... ... s. 2. .16-1/2 
Base. ... 973 Smal- “Button Noval 9- Pin (JEDEC No. E9-1] 

Basing Designation for BOTTOM VIEW. ... аса а: ЕДЕ 


Pin 1- Triode Plate Pin 7 - Pentode 


Pin 2- Pentode Cathode, 
Grid No.1 Pentode 
Pin 3- Pentode Grid No.3, 
Grid No.2 Internal 
Pin 4- Heater Shield 


Pin 5- Heater 
Pin 6 – Pentode Plate 


Pin 8- Triode Cathode 
Pin 9 ~ Triode Grid 


(9) 


HORIZONTAL-DEFLECTION OSCILLATOR 
For operation іп а 525-line, 30-frame system 
Maximum Ratings, Design-Maximum Values: 
Triode Pentode 


f 


Unit Unit 

PLATE VOLTAGE . . . . 2... 230max. 350 max. volts 
GRI D-No. 2 (SCREEN-GRID) VOLTAGE : - 330 тах. volts 
GRID-No. 1 (СОМТЕОГ-0810) VOLTAGE: 

Positive-bias value. . . . . . 0 max. 0 max. volts 

Peak-negative value . . . . . . - 175 max. volts 
PLATE DISSIPATION... . . . . . 2.5 max. 2.5 max. watts 
GRID-No.2 INPUT . . .. . 2.4. - 0.55 max. watts 
CATHODE CURRENT: 

Peak. . . . . лем уй WC - 300 max ma 

Average «. i жуз ы з е жоу жез = 20 max. ma 


Maximum Circuit Values (Each Unit): 


Grid-No.i-Circuit Resistance: 
For fixed-bias or 
cathode-bias operation. . . . . . . . . 2.2 пах. megohms 


At heater amperes = 0.450, 
At heater volts = 6.3. 
The dc component must not exceed 100 volts. 


With external shield JEDEC No.315 connected to cathode of unit under test 
except as noted. 


With external shield JEDEC No.315 connected to ground. 


AS described in "Standards of Good Engineering Practice Concerning Tele- 
vision Broadcast Stations," Federal Communications Commission. 
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INTERELECTRODE LEAKAGE 


Leakage Resistance between Plate of Each 
Unit and All Other Electrodes of both 
units tied together. . . . 0.5... 100 тіп.  megohms 


This test is performed under the following conditions: 
heater volts = 6.3; and plate 300 volts negative with respect 
to all other electrodes tied together. 


Leakage Resistance between Grid No. 1 
of Each Unit and Al] Other Electrodes 
of both units tied together . . . . . . . 100 min. megohms 


This test is performed under the following conditions: 


heater volts - 6.5; and grid 100 volts negative with respect 
to all other electrodes tied together. 
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AVERAGE PLATE CHARACTERISTICS 
Triode Unit 


ЕЁ =6.3 VOLTS Н ns 
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PLATE MILLIAMPERES 


92СМ-І042ІНІ 
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AVERAGE CHARACTERISTICS 
Triode Unit 
[ | 


AMPLIFICATION 
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AVERAGE CHARACTERISTICS 
Pentode Uni 


6.3 VOLTS 
GRID-N?2 VOLTS 
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92CM-104 36 


PLATE (Ip) OR GRID-N?2 (ІС2) MILLIAMPERES 
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Е+=6.3 VOLTS 
PLATE VOLTS=125 
GRID-N22 VOLTS=125 
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6GH8A 


AVERAGE CHARACTERISTICS 
Pentode Unit 


TRANSCONDUCTANCE (Gm)—MICROMHOS 


GRID—-N2.| VOLTS 
92СМ-10417 


RADIO CORPORATION ОҒ AMERICA DATA 4 
Electron Tube Division Harrison, N. J. 4-63 


